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TYPES DE GRILLES

ULMA propose une gamme compléte de grilles dans différents
matériaux designs et systémes de fixation:

NERVUREE. Fonte
SLOTTED. Nodular ductile

CAILLEBQTIS. Fonte
MESH. Nodular ductile

FERMEE. Fonte
CLOSED. Nodular ductile

SYSTEME ANTIDEBORDEMENT. Fonte
NON-FLOODING SYSTEM.
Nodular ductile

PERFOREE. Polypropyléne
PERFORATED. Polypropylene

SYSTEMES DE FIXATION

RECOMMANDATIONS DE CLASSES DE RESISTANCE

SELON LA NORME EN-1433

Le choix de la classe adéquate pour le caniveau dépend du lieu
ou il va étre utilisé. La Norme EN-1433 définit 6 groupes
d'installation auxquels elle attribue un type de charge déterminé.

KINDS OF GRATINGS

ULMA offers a complete line of gratings in various
materials designs and locking systems:

PASSARELLE. Acier galvanisé/Inoxydable
SLOTTED.
Galvanised steel/Stainless steel

CAILLEBOTIS. Acier galvanisé/Inoxydable
MESH.
Galvanised steel/Stainless steel

PERFOREE. Acier galvanisé/Inoxydable
PERFORATED.
Galvanised steel/Stainless steel

FENTE. Acier galvanisé/Inoxydable
SINGLE SLOT.
Galvanised steel/Stainless steel

NERVUREE. Polypropyléne
SLOTTED. Polypropylene

LOCKING SYSTEMS
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TYPES OF LOADS RECOMMENDED
ACCORDING TO STANDARD EN-1433

The choice of the appropriate load for the channel depends
upon the place where it is to be used. The EN-1433
Standard specifies the common installation places, divided
into 6 groups, to which a determined load class is assigned.

ClasseeClass ClasseeClass

A15

B 125

C 250

Zones qui ne sont utilisées que par des piétons et
des cyclistes.

Areas which can only be used by pedestrians
and pedal cyclists.

Trottoirs, zones piétonnes et zones similaires,
parkings privés.

Footways, pedestrian areas and comparable
areas, private car parks or car parking decks.

Accotements et zones sans circulation bascotés.

Kerb sides and non-trafficked areas of hard
shoulders and similar.

Chaussées (y compris les rues piétonnes), bas-cotés

résistants et zones de parking, pour tous types de
D 400 véhicules routiers.

Carriageways of roads ( including pedestrian

streets, hard shoulders and parking areas, for

all types of road vehicles.

Zones soumises a des charges élevées, par exemple
E 600 des ports, des docks...

Areas subjected to high wheel loads, e. g

ports and dock sides such as forcklift trucks.

Zones soumises a des charges particulierement
élevées, par exemple, une piste d'atterrissage.

F 900 Areas subjected to especially high wheel loads
e. g. aircraft pavements.






